
LETTO WING/
WING BED
design: Pierangelo Sciuto

INFORMAZIONI TECNICHE 
Letto con testiera imbottita sp. 80 mm sospesa a muro e con pannello boiserie 
opzionale. La rete a doghe delimitata da una cornice perimetrale imbottita è sostenuta 
da un piede in metacrilato h.219 mm con illuminazione led di cortesia opzionale.
Il letto è disponibile anche con ring a terra e in versione contenitore.
Testiera disponibile in molteplici configurazioni simmetriche o asimmetriche.
/TECHNICAL INFO
Bed with 80 mm thk. hanging headboard with optional boiserie panel.The slatted base 
bordered by an upholstered perimeter frame is supported by a methacrylate h.219 mm 
a floor ring and a storage version. Headboard is available in multiple symmetrical or 
asymmetrical configuration.

FINITURE 
Testiera imbottita con tessuti in cat. B,F,G,L,M, Pelle, Pelle Extra e Pelle Super. 
Piedino in metracrilato sospeso oppure con ring imbottito uguale a testiera.
 /FINISHES
Headboard available in fabric cat. B,F,G,L,M, Leather, Leather Extra and Leather Super.
Methacrylate foot suspended or with padded ring the same finish as headboard.

DIMENSIONI con cornice perimetrale
/SIZE with perimetral frame

L 1690 / W 66 1/2” L 1690 / W 66 1/2” L 1890 / W 74 1/2”
P 2175 / D 85 5/8” P 2225 / D 87 5/8” P 2175 / D 85 5/8”
H 917 / H 36 1/8” H 917 / H 36 1/8” H 917 / H 36 1/8”

L 2030 / W 79 7/8”                
P 2225 / D 87 5/8”               
H 917 / H 36 1/8”               

DIMENSIONI con ring
/SIZE with ring                                                                                      
                                
L 1710 / W 67 3/8” L 1910 / W 75 1/4” L 1660 / W 65 3/8”
P 2205 / D 86 3/4” P 2205 / D 86 3/4” P 2255 / D 88 3/4”
H 917 / H 36 1/8” H 917 / H 36 1/8” H 917 / H 36 1/8”
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Esempi di composizione
/composition examples

L 2050 / W 80 3/4”                
P 2255 / D 88 3/4”               
H 917 / H 36 1/8”

1714-67½” (1600-63”-Queen)
1914-753/8” (1800-707/8”)

2054-807/8” (King)

2800-110¼” (1600-63”-Queen)
3000-1181/8” (1800-707/8”)

3140-1235/8” (King)

1690-66½” (1600-63”-Queen)
1890-743/8” (1800-707/8”)

2020-79½” (King)

1690-66½” (1600-63”-Queen)
1890-743/8” (1800-707/8”)

2020-79½” (King)

1690-66½” (1600-63”-Queen)
1890-743/8” (1800-707/8”)

2020-79½” (King)

553-21¾”-
21¾”

553-21¾”-
21¾”

553-21¾”-
21¾”

1105-43½”-43½”553-21¾”-
21¾”

553-21¾”-
21¾”

1690-66½” (1600-63”-Queen)
1890-743/8” (1800-707/8”)

2020-79½” (King)

2218-873/8” (1600-63”-Queen)
2418-95¼” (1800-707/8”)

2558-100¾” (King)

3384-133¼” (1600-63”-Queen)
3584-1411/8” (1800-707/8”)

3724-1465/8” (King)

630
24¾”

AA

A A A A A

B

630
24¾”

520
20½”

520
20½”

1714 (1600-63”-Queen)
1914 (1800-707/8”)

2054 (King)

2800 (1600-63”-Queen)
3000 (1800-707/8”)

3140 (King)

1710-673/8” (1600-63”) - 1660-653/8” (Queen)
1910-75¼” (1800-707/8”) - 2050-80¾” (King)

1710-673/8” (1600-63”) - 1660-653/8” (Queen)
1910-75¼” (1800-707/8”) - 2050-80¾” (King)

553-21¾” 553-21¾” 1105-43½” 553-21¾”

553-21¾”553-21¾”

1710-673/8” (1600-63”) - 1660-653/8” (Queen)
1910-75¼” (1800-707/8”) - 2050-80¾” (King)

1710-673/8” (1600-63”) - 1660-653/8” (Queen)
1910-75¼” (1800-707/8”) - 2050-80¾” (King))

2218 (1600-63”-Queen)
2418 (1800-707/8”)

2558 (King)

3384 (1600-63”-Queen)
3584 (1800-707/8”)

3724 (King)

630
24¾”

AA

A A A A A

B

630
24¾”

520
20½”

520
20½”

con cornice perimetrale

/with perimetral frame

con cornice perimetrale

/with perimetral frame


